UTILITY STRIP/TREE LAWN WIDTH OF SIDEWALK VARIES
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WHERE SIDEWALKS ABUT DRIVEWAYS OR ALLEY APPROACHES, THE CONCRETE THICKNESS OF THE
WALK SHALL EQUAL THE THICKNESS OF THE APPROACH (6" MINIMUM) FOR A DISTANCE OF ONE (1) FULL
PANEL OR MINIMUM 5 FEET. SEE STANDARD DRAWING OF THE APPLICABLE DRIVEWAY OR ALLEY.

WHERE NEW WALK ABUTS ADJOINING WALK, SAWCUT EXISTING WALK TO NEAREST JOINT AND INSTALL

EXPANSION JOINT.

EXPANSION JOINT LOCATION AND SPACING PER ITEM 608.03.

WATER AND UTILITY BOXES IN THE SIDEWALK AREA SHALL BE ADJUSTED FLUSH WITH FINAL SURFACE.

ROOF DRAINS SHALL BE EXTENDED UNDER THE SIDEWALK AND THROUGH THE CURB. SEE STD DWG 2320.

ITEM NUMBERS REFER TO THE CITY OF COLUMBUS
CMSC, CURRENT EDITION. ALL WORK SHALL BE
DONE IN ACCORDANCE WITH THESE
SPECIFICATIONS.

* #57 AGGREGATE MAY BE USED FOR REPLACEMENT
WORK.

% % PROVIDE A PASSING LANE EVERY 200 FT (5 FT WIDE
BY 5 FT LENGTH)

SIDEWALK WIDTHS SHALL BE MEASURED FROM THE
BACK OF CURB.
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